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ESDULC3V3LZB

RoHS

COMPLIANT

1-Line, Uni-directional, Transient Voltage Suppressor

Pin2

Pinl

il

DFN0603-2L

mDefinitions of electrical characteristics

Features
e Ultra small package
e Stand-off voltage: 3.3V Max
e Transient protection for each line according to
IEC61000-4-2(ESD): £30kV (contact)
IEC61000-4-5(surge): 8A (8/20ps)
e Ultra-low capacitance: CJ = 0.15 pF typ
e Low leakage current
e Low clamping voltage
o ROHS Compliant

Applications
e USB 2.0, USB 3.0, USB 3.1 and USB type-C
e HDMI 1.3, HDMI 1.4 and HDMI 2.0
e SATA and eSATA interface
e DVI
e |EEE 1394
e Portable Electronics and Notebooks
e Ethernet port: 10/100/1000 Mb/s
e Desktop and Notebooks PCs

Mechanical Characteristics
e Package: DFN1006-2L
e Case Material: “Green” Molding Compound.
e Marking Information: See Below

Pinl Pin2

BU3

1
Vrwvm Reverse stand-off voltage P

Ir Reverse leakage current

Veo Clamping voltage

lpp Peak pulse current

V1ric VHoLb

Ver Vrwm
T

Vrwm  Ver Veo

VhoLp VTric

<V

Vtric Reverse trigger voltage

ITRIG

VBR

Reverse trigger current
Reverse breakdown voltage

ler Reverse breakdown current

Vuop Reverse holding voltage
lpp

lhno.p Reverse holding current
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m Outline Dimensions

CATHODE MARKING b
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Svmbol Dimensions in Millimeters
ymbo Min. Typ. Max.
A 0.230 0.300 0.350
Al 0.000 - 0.050
A3 0.102REF.
D 0.550 0.600 0.670
E 0.250 0.300 0.370
b 0.100 0.170 0.250
L 0.180 0.240 0.280
e 0.360 BSC

m Recommend land pattern (Unit:mm)

0.20 0.22

Notes:
This recommended land pattern is for reference purposes only. Please consult your manufacturing group to ensure your
PCB design guidelines are met
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