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SMASI9XXA SERIES

Surface Mount Zener Diodes

Features

e Low profile package

e Ideal for automated placement

e Glass passivated chip junction

e High forward surge capability

e Meets MSL level 1, per J-STD-020, LF maximum peak
of 260 °C

Mechanical Data
® pPackage: DO-214AC (SMA)
Molding compound meets UL 94 V-0 flammability
rating, RoHS-compliant, halogen-free
‘ ‘ e Terminals: Tin plated leads, solderable per
Q J-STD-002 and JESD22-B102
® Polarity: Cathode line denotes the cathode end

mMaximum Ratings (Ta=25 Unless otherwise specified)

PARAMETER SYMBOL UNIT MAX
DC power dissipation at TL = 75 °C Po W 15
Maximum instantaneous forward voltage@ |r=200mA Ve \% 15
Maximum junction temperature T -55 to +150
Storage temperature range Tsig -55 to +150
mThermal Characteristics (Tg=25°C Unless otherwise specified)
PARAMETER SYMBOL UNIT Conditions VALUE
Res ™ W junction to lead 30
Thermal resistance(Typical)
Reya® W junction to ambient 170

Note

(1) Thermal resistance from junction to ambient and from junction to lead mounted on P.C.B. with 0.2" x 0.2" (5.0 mm x 5.0 mm) copper pad areas

mElectrical Characteristics (Tag=25"C Unless otherwise specified)

Nominal Zener voltage Test ) Maximum dyr]amic Maximum reverse Maximum DC
current impedance resistance leakage current Zener Current
Part Number " M:; . VZE))/;- v, 'Xlg)t( - I Zoratlyr | Zok atlx g lr | Test voltage Vg Lz
\% \Y V mA Q Q mA UA V mA
SMA5913A 3.14 3.3 3.47 113.6 10.0 500 1.00 100.0 1.0 455.0
SMA5914A 3.42 3.6 3.78 104.2 9.0 500 1.00 100.0 1.0 417.0
SMA5915A 3.71 3.9 4.10 96.1 7.5 500 1.00 50.0 1.0 385.0
SMA5916A 4.09 4.3 4.52 87.2 6.0 500 1.00 10.0 1.0 349.0
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SMASI9XXA SERIES
Nominal Zener voltage Test ) Maximum dyr_]amic Maximum reverse Maximum DC
current impedance resistance leakage current Zener Current

Part Number v, m:: e VZB/; RV ’zf)‘:: Ly Iz7 Zzratlzr | Zzkatlzk Izx Ir Test voltage Vg Izm

V V A% mA Q Q mA WA A% mA
SMAS5917A 4.47 4.7 4.94 79.8 5.0 500 1.00 10.0 15 319.0
SMA5918A 4.85 51 5.36 73.5 4.0 350 1.00 10.0 2.0 294.0
SMA5919A 5.32 5.6 5.88 66.9 2.0 250 1.00 10.0 3.0 268.0
SMA5920A 5.89 6.2 6.51 60.5 2.0 200 1.00 10.0 4.0 242.0
SMA5921A 6.46 6.8 7.14 55.1 2.5 200 1.00 10.0 52 221.0
SMA5922A 7.13 7.5 7.88 50.0 3.0 400 0.50 10.0 6.0 200.0
SMA5923A 7.79 8.2 8.61 45.7 3.5 400 0.50 10.0 6.5 183.0
SMA5924A 8.65 9.1 9.56 41.2 4.0 500 0.50 10.0 7.0 165.0
SMA5925A 9.50 10.0 10.50 37.5 4.5 500 0.25 10.0 8.0 150.0
SMAS5926A 10.45 11.0 11.55 34.1 55 550 0.25 0.5 8.4 136.0
SMA5927A 11.40 12.0 12.60 31.2 6.5 550 0.25 0.5 9.1 125.0
SMA5928A 12.35 13.0 13.65 28.8 7.0 550 0.25 0.5 9.9 115.0
SMAS5929A 14.25 15.0 15.75 25.0 9.0 600 0.25 0.5 11.4 100.0
SMA5930A 15.20 16.0 16.80 23.4 10.0 600 0.25 0.5 12.2 94.0
SMA5931A 17.10 18.0 18.90 20.8 12.0 650 0.25 0.5 13.7 83.0
SMA5932A 19.00 20.0 21.00 18.7 14.0 650 0.25 0.5 15.2 75.0
SMA5933A 20.90 22.0 23.10 17.0 17.5 650 0.25 0.5 16.7 68.0
SMA5934A 22.80 24.0 25.20 15.6 19.0 700 0.25 0.5 18.2 63.0
SMA5935A 25.65 27.0 28.35 13.9 23.0 700 0.25 0.5 20.6 56.0
SMA5936A 28.50 30.0 31.50 125 26.0 750 0.25 0.5 22.8 50.0
SMA5937A 31.35 33.0 34.65 11.4 33.0 800 0.25 0.5 25.1 45.0
SMA5938A 34.20 36.0 37.80 10.4 38.0 850 0.25 0.5 27.4 42.0
SMA5939A 37.05 39.0 40.95 9.6 45.0 900 0.25 0.5 29.7 38.0
SMA5940A 40.85 43.0 45.15 8.7 53.0 950 0.25 0.5 32.7 35.0
SMA5941A 44.65 47.0 49.35 8.0 67.0 1000 0.25 0.5 35.8 32.0
SMA5942A 48.45 51.0 53.55 7.3 70.0 1100 0.25 0.5 38.8 29.0
SMA5943A 53.20 56.0 58.80 6.7 86.0 1300 0.25 0.5 42.6 27.0
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mSuggested Pad Layout

Q1

Pl

Dimensions in millimeters

Q2 —
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DO-214AC(SMA)
Dim Millimeters
P1 4.00
P2 1.50
Q1 2.50
Q2 1.70
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Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design
or otherwise.

The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to be used with
equipment or devices which require high level of reliability and the malfunction of with would directly endanger human life (such as
medical instruments, transportation equipment, aerospace machinery, nuclear-reactor controllers, fuel controllers and other safety
devices), Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting from such improper use
of sale.

This publication supersedes & replaces all information previously supplied. For additional information, please visit our website
http:// www.21yangjie.com , or consult your nearest Yangjie's sales office for further assistance.
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