


YJF280D65CHJ

v Electrical Characteristics

Parameter Symbol Conditions Min Typ Max Units
Static Parameter
Drain-Source Breakdown Voltage BVbss Ves=0V,1p=250 A, Tj=25 650 - - \
Vbs=650V,Ves=0V, Tj=25 - - 1
Zero Gate Voltage Drain Current Ibss $
Vbs=650V,Ves=0V, Tj=150 - - 100
Gate-Source Leakage Current less Ves=%30V,Vos=0V, Tj=25 - - +00 nA
Gate Threshold Voltage Vasth) Vbs=Ves,10=250 A,Tj=25 2.2 3 3.8 \%
Ves=10V,1b=1A,Tj=25 - 210 280
Static Drain-Source On-Resistance Rbs(on) P
Ves=10V,Ib=1A,Tj=150 - 510 680
Diode Forward Voltage Vsp 1s=2A,Ves=0V,Tj=25 - 0.77 1.2 \%
Gate Resistance Re f=1MHz, Tj=25 - 4.7 -
Dynamic Parameters
Input Capacitance Ciss - 850 -
Output Capacitance Coss Vbs=325V,Ves=0V,f=1MHz, Tj=25 - 19.6 -
Reverse Transfer Capacitance Crss - 3.2 - pF
Effective Output capacitance, Energy c ) 39 )
Related °e Vos= « 325V, Ves=0V,f=1MHz,
- i i Tj=25
Effective Output Capacitance, Time Com J ) 227 )
Related
Switching Parameters
Total Gate Charge Qq - 17.8 -
Gate-Source Charge Qs Ves=10V,Vos=325V,1p=11A, Tj=25 - 3.9 - nC
Gate-Drain Charge Qud - 7.3 -
Reverse Recovery Charge Qrr - 2933 - nC
Ir=11A,di/dt=100A/ s,Ves=0V,
Reverse Recovery Time tr V=325V, Tj=25 - 243 - ns
Peak Reverse Recovery Current lrrm - 25 - A
Turn-on Delay Time toon) - 43 -
Turn-on Rise Time v Vos=10V,Vos=325V, b=11A Roen=3 , ) 18 ]
Tj=25 ns
Turn-off Delay Time oot - 23 -
Turn-off Fall Time t - 17 -

Note O

1. The entire application environment impacts the thermal resistance values shown, they are not constants and are only valid for the particular

conditions noted.

2. The value of R .sis measured with the device mounted on the 40mm*40mm*1.1mm single layer FR-4 PCB board with 1 in? pad of 20z. Copper,

in the still air environment with Ta=25 .The maximum allowed junction temperature of 150

user's specific board design.

3. Thermal resistance from junction to soldering point (on the exposed drain pad).
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. The value in any given application depends on the
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VTypical Electrical and Therma | Characteristics Di

Figure 1. Output Characteristics; typical values
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Figure 3. Capacitance Characteristics; typical values
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Figure 5. On-Resistance vs. Gate to Source Voltage; typical values
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Figure 2. Transfer Characteristics; typical values
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Figure 4. Gate Charge; typical values
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Figure 6. Normalized On-Resistance
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Figure 7. RDS(on) vs. Drain Current; typical values

Figure 8. Forward characteristics of reverse diode; typical values
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Figure 9. Normalized breakdown voltage Figure 10. Normalized Threshold voltage
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Figure 11. Current dissipation Figure 12. Power dissipation
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YJF280D65CHJ

v Test Circuit s & Waveforms
EAS=1/2*L*|AS?
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Figure A. Unclamped Inductive Switching (UIS) Test Circuit & Waveform
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Figure C. Resistive Switching Test Circuit & Waveform
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Figure D. Diode Recovery Test Circuit & Waveform
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vITO-220AB-C Package information
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YJF280D65CHJ

vMarking Information

Date Code

\ Marking Code

YJ Logo ————————

\ 4

Note O

1. All marking is at middle of the product body

2. All marking is in laser printing

3. F280D65CHJ is marking code, YYWW is date code, 3<<” LV \HDU 3::°
4. Body color: Black
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YJF280D65CHJ

Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design or
otherwise.

The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to be used with
equipment or devices which require high level of reliability and the malfunction of with would directly endanger human life (such as
medical instruments, transportation equipment, aerospace machinery, nuclear-reactor controllers, fuel controllers and other safety
devices), Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting from such improper use of
sale.

This publication supersedes & replaces all information previously supplied. For additional information, please visit our website http://
www.21lyangjie.com RU FRQVXOW \RXU QHDUHVW <DQJMLHTV VDOHV RIILFH IRU IXUWKHU DV
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