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YJQT190P0BAHQ

RoHS

COMPLIANT

P-Channel Enhancement Mode Field Effect Transistor

m Limiting Values

Product Summary

® \/ps -60V
e lp -5.7A
® Rps(on)( at Ves=-10V) 190mQ
e Rps(oon)( at Ves=-4.5V) 290mQ

General Description

e Low Rps(n) & FOM

e Extremely low switching loss

e Excellent stability and uniformity

e Moisture Sensitivity Level 1

e Epoxy Meets UL 94 V-0 Flammability Rating

e Halogen Free

e Part no. with suffix “Q” means AEC-Q101 qualified

Applications
e Power management
e | oad Switch

Parameter Conditions Symbol Min Max Unit
Drain-source Voltage Vps - -60
\%
Gate-source Voltage (Note 4) Ves -20 20
Ta=25 ,Vgs=-10V - -2.1
Continuous Drain Current (Note 1,2) Steady-State
TA=100 ,VGS='10V - -1.5
Ip
Tc=25 ,Vgs=-10V,Chip limitation - 5.7
Continuous Drain Current (Note 1,3) Steady-State A
Tc=100 ,VGS=-1OV - -4
Pulsed Drain Current Tc=25 ,t,=<10ys Iowm - -17
Maximum Body-Diode Continuous Current | T¢=25 Is 5.7
TA:25 - 1.7
Total Power Dissipation (Note 1,2) Steady-State
TA=100 - 0.86
Po w
Tc=25 - 13
Total Power Dissipation (Note 1,3) Steady-State
Tc=100 - 6.5
Junction and Storage Temperature Range T3, Tste -55 175
mThermal Resistance
Parameter Symbol Typ Max Units
Thermal Resistance Junction-to-Ambient (Note 2) Steady-State Rosa - 87
W
Thermal Resistance Junction-to-Case Steady-State Roic - 115
m Ordering Information (Example)
PACKING . MINIMUM INNER BOX OUTER CARTON DELIVERY
PREFERED PIN CODE Marking PACKAGE(pcs) QUANTITY(pcs) QUANTITY(pcs) MODE
YJQT190PO6AHQ F1 190P06 3000 30000 120000 7" reel
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mTypical Electrical and Thermal Characteristics Diagrams
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Figure 1. Output Characteristics; typical values Figure 2. Transfer Characteristics; typical values
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Figure 3. Capacitance Characteristics; typical values Figure 4. Gate Charge; typical values
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Figure 5. On-Resistance vs. Gate to Source Voltage; typical values Figure 6. Normalized On-Resistance
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Figure 7. RDS(on) vs. Drain Current; typical values Figure 8. Forward characteristics of reverse diode; typical values
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Figure 9. Normalized breakdown voltage Figure 10. Normalized Threshold voltage
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Figure 11. Current dissipation Figure 12. Power dissipation
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m DFN2020-6L-H-0.65MM Package Information

D2+ ~ —D1
D e MILLIMETER
v TH‘ SYMBOL N NOM MAX
! T ‘ D 1.90 2.00 2.10
| |
| ~ E” o4 E 1.90 2.00 2.10
I TH P w w A 0.55 0.65 0.75
! - \ Al 0.20 BSC
} LLD—‘FEj A2 0 - 0.10
- n b & D1 1.00 1.10 1.20
] ~J- - D2 0.20 0.25 0.35
Top View Bottom View E1 1.10 1.20 1.30
E2 0.51 0.56 0.66
s o5 g Lp 0.20 0.25 0.35
2388 J 0.27 BSC
g ]H i1 0.64 BSC
- 7 == 0400 b 0.20 0.30 0.40
L < ?(' t[] [ D—mso e 0.65 BSC
< 0.650
) oo &3 O i i
Tt g[ 0000 Note:
b 1.Controlling dimension:in millimeters.
Side View 035 [ — 2.General tolerance:£0.10mm.
E— |:| |:| |:| 3.The pad layout is for reference purposes only.
1 0650 k-
Suggested Solder Pad Layout
Top View
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m Marking Information

Marking Code

Note

1. All marking is at middle of the product body
2. All marking is in laser printing

3. 190P06 is Marking Code

4. Body color: Black
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Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design or
otherwise.

The product listed herein is designed to be used with automotive electronics,are not designed for use in medical, life-
saving, lifesustaining,or military,Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting from
such improper use of sale.

This publication supersedes & replaces all information previously supplied. For additional information, please visit our website http://
www.21yangjie.com , or consult your nearest Yangjie's sales office for further assistance.
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