RoHS

Vg ESDO502EAHQ

2- Line, Uni-directional, ESD protection diode

SOT-23

mDefinitions of electrical characteristics

Features

e Transient protection for each line according to
IEC61000-4-2(ESD): +30kV contact, £30kV air
IEC61000-4-5:35A(tp=8/20s)

e Low leakage current

e Ultra low clamping voltage

e ROHS Compliant

e Part no. with suffix “Q” means AEC-Q101 qualified

Applications

eSwitches / Buttons

eTest Equipment/Instrumentation
ePoint-of-Sale Terminals

eMedical Equipment

eNotebooks / Desktops / Servers
eComputer Peripherals

oCAN Bus protection
eAutomotive applications

Mechanical Data

e Package: SOT-23

e Lead Finish: Matte Tin

e Case Material: “Green” Molding Compound
e Moisture Sensitivity: Level 1 per J-STD-020

Vrwv  Reverse stand-off voltage

Ir Reverse leakage current
Ver  Reverse breakdown voltage
Ve Clanping voltage

Ipp Peak pulse current

IF Forward Current

Vr Forward Voltage@Ir

Ve Ver Vrwm
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m Characteristics (Typical)

Fig.1: 8/20us Pulse Waveform Fig.2:Peak Pulse Current vs Clamping Voltage
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Fig.3: Power Derating Curve Fig.4: Capacitance vs. Bias
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m Outline Dimensions
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UNIT: mm

SUGGESTED SOLDER PAD LAYOUT

m Marking Information

Note:

1. All marking is at middle of the product body
2. All marking is in laser marking

3. Body color: Black

code)

*Date Code vary depending upon production date.

4. BAAXR is Marking Code (%=placeholder for date

415

DIMENEIONE
— INCHES Hillimeter
MIN. MiX. MIM. MA,
B 0.035 0045 0,200 1150
Al 0.0an 0.004 0.000 0100
B2 0.035 0.041 0,200 1.050
B ooz 0.0z0 0,200 0.500
c Q.ond 000 0100 n.2nn
n 0o niis £.200 2000
E 0.047 0055 1.200 1.400
El 0.0a3 Q100 £.250 £.550
3 0OS7TYR 0350TYE
=] 0o 0or9 1.200 2.000
L 002EREF 0550REF
L1 ooz 0.0z0 0.200 0500
# o a* o* a*
NOTE:
1.PACKAGE BODY SIZES EXCLUDE MOLD FLASH AND GATE
BURRS.

2TOLERANCE 0.1mm UMLESS OTHERWISE SPECIFIED.
2. THEPAD LAYCUT IS FOR REFEREMCE PURPOSES OMLY.
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VA ESDO502EAHQ

Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design
or otherwise.

The product listed herein is designed to be used with automotive electronics are not designed for use in medical, life-
saving, lifesustaining,or military,Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting fro
m such improper use of sale.

This publication supersedes & replaces all information previously supplied. For additional information, please visit our website
http:// www.21yangjie.com , or consult your nearest Yangjie's sales office for further assistance.
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