Vg MBR15200P5Q Rors

COMPLIANT

Schottky Diodes

5 Features
6 e High frequency operation
7 e High purity, high temperature epoxy encapsulation for
8 enhanced mechanical strength and moisture resistance
e Guard ring for enhanced ruggedness and long term reliability
e Part no. with suffix “Q” means AEC-Q101 qualified

2 Typical Applications
3 Typical applications are in switching power supplies, converters,
automotive, freewheeling diodes, and reverse battery protection.

Mechanical Data

® Package: PDFN5060
Molding compound meets UL 94 V-0 flammability
rating, RoHS-compliant

e Terminals: Tin plated leads, solderable per J-STD-
002 and JESD22-B102

® Polarity: As marked

mMaximum Ratings (Ta=25 Unless otherwise specified

PARAMETER SYMBOL UNIT MBR15200P5Q

Device marking code MBR15200P5
Repetitive peak reverse voltage Virm \Y 200
Average Rectified Output Current |
@60Hz -sine wave, Tc=125 °© A 15
Forward Surge Current (Non-repetitive)

. _ Irsm A 200
@60Hz half-sine wave,1 cycle, T,=25
Current Squared Time

12t A’s 166

@1ms<t<8.3ms T;=25
Storage Temperature Tetg 55~ +175
Junction Temperature T, -55 ~ +175

mElectrical Characteristics Ta=25 Unless otherwise specified

PARAMETER SYMBOL| UNIT TEST CONDITIONS Typ Max
Ie=15A T,=25 0.86 0.93
Instantaneous forward voltage Ve \%
I.=15A T,=125 0.74 0.81
Typical junction capacitance C, pF Vr=4V, f=1 MHz 240
Reverse recovery time Trr ns I.=0.5A,Ir=1A,Irr=0.25A 15
T,=25 - 1
Instantaneous reverse current Ir uA Vr=200V
T,=125 - 300
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-‘Tf MBR15200P5Q

mCharacteristics (Typical)

Fig.1:Forward Current Derating Curve Fig.2: Forward Surge Current Capability
2 240
<
5 <
qt) =200
5 c
(O]
O 15 =
= = \
2 O 160 N
= o N
o < ™N
Q S NN
o ) N
5 10 5 120 ~
© o] \
s E S~
o o ™~
L L 80 ~
S 5 )
g ° S
o & 4
<
0 0
25 50 75 100 125 150 175 1 10 100
Case Temperature( ) Number of Cycles
Fig.3:Typical Instantaneous Forward Characteristics Fig.4:Typical Reverse Leakage Characteristics
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Fig.5:Typical Junction Capacitance Fig.6: Transient Thermal Response,Junction to Case
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