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     Dual PNP Digital Transistors (Built-in Resistors) 
   
Features                                  

● Epoxy meets UL-94 V-0 flammability rating 
● Moisture Sensitivity Level 1 
● Built-in bias resistors enable the configuration of an 

      inverter circuit without connecting external input resistors 

 ● Only the on/off conditions need to be set for operation,  

    making the circuit design easy  
● Simplifies Circuit Design、Reduces Board Space、 

      Reduces Component Count 

   ● Part no. with suffix “Q” means AEC-Q101 qualified 

 
Application    
   ● Control of IC inputs、Switching loads、Digital system 
 
Mechanical Data 
   ● Package：SOT-363 

   ● Terminals：Tin plated leads, solderable  per  

                            J-STD-002 and JESD22-B102 

   ● Marking：B9 

 
 
■Equivalent circuit 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

■ Ordering Information (Example) 

PREFERED P/N 
PACKING  

CODE 
UNIT WEIGHT(g) 

MINIMUM 
PACKAGE(pcs)

INNER BOX 
QUANTITY(pcs)

OUTER CARTON 
QUANTITY(pcs) 

DELIVERY MODE

UMB9NQ F2 Approximate 0.009g 3000 30000 120000 7” reel 

 
 
 
 
 

COMPLIANT 

RoHS 

 

1、GND (Emitter) 

2、Input (Base) 

3、Output (Collector) 

4、GND (Emitter) 

5、Input (Base) 

6、Output (Collector) 
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SOT-363 
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■ Characteristics (Typical)  
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Fig.2 - OFF Characteristics 
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Fig.4 - DC Current Gian Characteristics
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Fig.1 - ON Characteristics 
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Fig.3 - Output Voltage Characteristics 
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Fig.5 - Co — VCB
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Fig.6 - Power Derating Curve
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■SOT-363 Package Outline Dimensions & Suggested Pad Layout 
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Disclaimer 
 

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design 
or otherwise.   
  
The product listed herein is designed to be used with automotive electronics，are not designed for use in medical, life-saving, 
lifesustaining,or military,Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting from  
such improper use of sale. 
  
This publication supersedes & replaces all information previously supplied. For additional information, please visit our website 
http:// www.21yangjie.com , or consult your nearest Yangjie’s sales office for further assistance. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


