ROHS
b UMHINQ i

Dual NPN Digital Transistors (Built-in Resistors)

Features
0 Epoxy meets UL-94 V-0 flammability rating
6 0 Moisture Sensitivity Level 1
0 Built-in bias resistors enable the configuration of an
inverter circuit without connecting external input resistors
4 0 Only the on/off conditions need to be set for operation,
making the circuit design easy
1 0 Simplifies Circuit Design Reduces Board Space
Reduces Component Count
2 0 Part no. with suffix iQd means AEC-Q101 qualified

Application
0 Control of IC inputs  Switching loads Digital system
GND (Emitter)
Input (Base) Mechanical Data
Output (Collector) 0 Package SOT-363
SOT—363 0 Terminals Tin plated leads, solderable per

GND (Emitt:
(Emitter) J-STD-002 and JESD22-B102
Input (Base)

Output (Collector) 6 Marking H9
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UMHINQ
yMaximum Ratings (Ta=25 Unless otherwise specified
ITEM SYMBOL UNIT VALUE
Collector-Emitter Voltage Vceo \% 50
Collector-Base Voltage Veeo \% 50
Emitter-Base Voltage Vego \% 6
Supply Voltage Vee \% 50
Input Voltage Vin \% -6 to +40
Collector Current I mA 100
Power Dissipation Po mw 150
Thermal Resistance From Junction to Ambient Raa W 833
Junction Temperature T; -55 to +150
Storage Temperature Tste -55 to +150
(*) Device mounted on FR-4 PCB 1.0 x 1.0 x 0.06 inch
YElectrical Characteristics (Ta=25 unless otherwise specified)
ITEM SYMBOL UNIT CONDITIONS MIN TYP MAX
Vi) v Vee=5V,16=100uA 0.3 - -
Input voltage
Vion) Y Vo=0.3V,loc=1mA - - 1.4
Output voltage VO(on) \Y 1o=5mA, 1,=0.25 mA - - 0.3
Input current I mA V=5V - - 0.88
Output current looff) UA Vec=50V, V=0 - - 0.5
DC current gain G Vo=5V, lo=5mA 68 - -
Input resistance R kq 7 10 13
Resistance ratio Ro/Ry 3.7 4.7 5.7
Transition frequency fr MHz Vce=10V,lc=5mA,f=100MHz - 250 -
y Ordering Information (Example)
PREFERED P/N P?:%}EEG UNIT WEIGHT(g) PAEAPI(’\,{‘I\gLEJ(’:I)CS) QLIJNA’\II\EI'TTiz))éS) OQl[lJ-IE’\TTﬁQ?JCOSI)\I DELIVERY MODE
UMHINQ F2 Approximate 0.009g 3000 30000 120000 70 reel
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YSOT-363 Package Outline Dimensions & Suggested Pad Layout

, RATE RIIRRS

L 0.021REF 0.525REF
L1 0,010 0.018 0.260 0460
0° 8* 0* 8°
NOTE:

1.PACKAGE BODY SIZES EXCLUDE MOLD FLASH AND

2. TOLERANCE 0.1mm UN

81 i | SPECIFIED.
== o AT . M /- e
QM Y. oy _
L SIDE VIEW 0.400 _ TPT
UNIT: mm
\D LAYOUT SUGGESTED SOLDER P/
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Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design
or otherwise.

The product listed herein is designed to be used with automotive electronics are not designed for use in medical, life-saving,
lifesustaining,or military,Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting from

such improper use of sale.

This publication supersedes & replaces all information previously supplied. For additional information, please visit our website
http:// www.21yangjie.com , or consult your nearest Yangjiets sales office for further assistance.
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