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Yangzhò Reduction of heat sink requirements 

● Maximum working temperature at 175 °C 

● High blocking voltage  

● Fast Intrinsic diode with low recovery current 

● High-frequency operation 

● Halogen free, RoHS compliant 
 

Typical Applications 
Typical applications are in power factor correction(PFC), solar 
inverter, uninterruptible power supply, motor drives, photovoltaic 
inverter, electric car and charger. 
 

                                                     Mechanical Data 
● Package: TO-247-4L 
● Terminals: Tin plated leads 
● Polarity: As marked 

 

 
 
 
■Maximum Ratings (TC=25℃ Unless otherwise specified） 

PARAMTETER SYMBOL UNIT VALUE TEST CONDITIONS NOTE 

Device marking code   D212060NCFYG3 

Drain source voltage  
@ Tj=25°C 

VDS,max V 1200 VGS=0V, ID=100uA  

Gate source voltage  
@ Tj=25°C 

VGS,max V -8/+22 
Absolute maximum values 

(AC f >1Hz, duty cycle < 1%) 
 

Gate source voltage  
@ Tj=25°C 

VGS,op V -5/+18 Recommended operational values  

Continuous drain current @ Tc=25°C  

ID A 

46 VGS=18V, Tc=25℃ 

Fig.17 

Continuous drain current @ Tc=100°C  31 VGS  
Fig.16 

Power Dissipation 107 Tc=100°C, Tj = 175℃ 

Operating junction and Storage temperature range Tj ,Tstg °C -55 to +175   

Soldering temperature  TL °C 260 1.6mm (0.063’’) from case for 10s  

Mounting torque  TM Nm 0.6 
M3 screw Maximum of mounting 

process: 3 
 

COMPLIANT 

RoHS 

VDS 1200V 

ID（25°C） 46A 

RDS(on) 50mΩ 





 YJD212060NCFYG3  
 

 3 / 9 

   
Yangzhou Yangjie Electronic Technology Co., Ltd. 
 

www.21yangjie.comS-SIC406 
Rev.1.1,11-Aug-25 

■Body diode characteristics（Tc=25℃ unless otherwise specified ） 

PARAMTETER SYMBOL UNIT Min. Typ. Max. Test Conditions Note  

Diode forward voltage  VSD V 

 4.3  VGS=-5V,ISD=10A Fig.8 

 3.1  VGS=0V, ISD=10A, Tj=175℃ Fig.9 

Continuous diode forward 
current 

IS A  39  VGS=-5V,Tc=25℃  

Reverse recovery time trr nS  15.6  

VR=800V, VGS=-5V, ID=20A, 
di/dt=2000A/uS 

 

Reverse recovery charge  Qrr nC  127   

Peak reverse recovery current Irrm A  13.6   

 
 

■Thermal Characteristics （Ta=25℃ Unless otherwise specified） 

PARAMETER SYMBOL UNIT Typ. 

Thermal resistance RθJ-C °C /W 0.7 

 
 
■Typical Characteristics  
 
 
 
 
 

 

 
Figure 1. Output Characteristics Tj = -55℃                                            Figure2. Output Characteristics Tj = 25℃ 
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Figure 9. Body Diode Characteristic                                         Figure 10. 3rd quadrant Characteristic at Tj= 25 ℃ 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 11. Threshold Voltage vs. Temperature                                           Figure 12. Gate Charge Characteristic 

 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 13. Capacitances vs. Drain Source Voltage (0-1000V)     
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Figure 21. Switching Times vs. Rg                                                           Figure 22. Safe Operating Area   

  
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
             

                                               
                  Figure 23. Switching Times Definition                         Figure 24. Clamped Inductive Switching Waveform Test Circuit  

VGS=-5V 

Conditions: 
VDD=800V 
ID=20A 
VGS=-5/18V 
Tj=25℃ 
L=100uH 

Conditions: 
TC=25℃ 
D=0 
Parameter:tp 

Limited by 
RDSON 
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■Outline Dimensions  
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 




